LETTUCE - CALIFORNIA

General Information
GENERAL USE INFORMATION

Dithane M45 fungicide is a broad-spectrum protectant fungicide recommended for
outdoor or greenhouse grown crops. Optimum disease control is achieved when the
fungicide is applied in a regularly scheduled preventative spray program. The
addition of an agricultural surfactant will improve fungicide performance by
providing a more uniform spray deposit, increased foliar redistribution, and
improved fungicide retention during periods of wet weather.

USE RATE DETERMINATION

Carefully read, understand, and follow label use rates and restrictions. Under low
disease conditions, minimum label rates per application can be used while
maximum label rates and the minimum interval may be used for severe or
threatening disease conditions.

For proper application, determine the number of acres to be treated, the
recommended label use rate and the gallonage to be applied per acre. Prepare only
the amount of spray solution required to treat the measured acreage. Careful
calibration of spray equipment is recommended prior to use.

When applied by hand sprayers, 1 pound Dithane M45 per 100 gallons per acre is
equivalent to 1 level tablespoon per gallon spray solution.

APPLICATION
GROUND

Thorough coverage foliar sprays generally result in optimum disease control. To
achieve good coverage use proper spray pressure, gallonage per acre, nozzles
(generally hollow cone), disc (generally D-5 to D-7), nozzle spacing, and tractor
speed. Consult spray nozzle and accessory catalogues for specific information on
proper equipment calibration.



