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General Information

GENERAL INFORMATION

Double Nickel LC is a broad-spectrum preventative biofungicide/bactericide for 
control or suppression of fungal and bacterial plant diseases. The active ingredient 
of Double Nickel LC is a naturally occurring strain (D747) of the beneficial bacterium 
Bacillus amyloliquefaciens. Double Nickel LC also colonizes plant root hairs, 
preventing establishment of disease-causing fungi and bacteria.

Double Nickel LC can be applied alone or in combination and/or rotation with 
chemical fungicides as a tool for integrated disease management in agricultural 
crops, ornamental and nursery plants, and turfgrass. Double Nickel LC offers a 
valuable tool for management of resistance to chemical fungicides through its 
multiple and unique modes of action.

Double Nickel LC can be applied up to and including the day of harvest.

APPLICATION METHODS

Ground: Double Nickel LC can be applied in most commonly-used ground 
application equipment, such as (but not limited to): tractor-mounted boom, airblast, 
high clearance, hose-end, backpack, and other pressurized sprayers; hose-end or 
hand-held sprayers; foggers or mist blowers; water wheel and other drench 
applicators; and shank or other soil injection method.

Aerial: Double Nickel LC can be applied by fixed or rotary winged aircraft in a 
minimum of 3 gallons of water per acre. Standard precautions should be taken to 
minimize spray drift.

Chemigation: Double Nickel LC can be applied through drip (trickle) and sprinkler 
type irrigation equipment. Refer to the section entitled “Chemigation Instructions” 
for detailed instructions.

Banded (in-furrow) application: See the table (rate Double Nickel LC per acre) to 
determine the correct application rate in fluid ounces per 1,000 row feet based on 


