
PREVENTION AND/OR CONTROL OF WOOD-INFESTING PESTS - 
DRYWOOD TERMITES AND WOOD-INFESTING BEETLES OR 
BORERS

General Information

Formulation

Termidor 80 WG is formulated as a dry powder containing 80% fipronil and is 
packaged in water soluble packages (“paks”). Paks are contained within a 
resealable plastic overpack container.

- DO NOT allow paks to become wet before adding them to the spray tank.

- DO NOT handle the paks with wet gloves.

- DO NOT handle the paks roughly as this may cause breakage of the paks.

NOTE: If a pak gets wet before placement in the spray tank, return the ‘wet’ pak to 
the resealable overpack container.

Then pour the contents of the ‘wet’ pak directly into the spray tank from the 
resealable plastic overpack container and follow mixing instructions.

NOTE: Unused paks must be re-sealed in the plastic overpack container.

Use Directions for Prevention and/or Control of Termites and Other Wood-infesting 
Pests

Use Restrictions

- When treating adjacent to an existing structure, the applicator must check the 
area to be treated, and immediate adjacent areas of the structure, for visible and 
accessible cracks and holes to prevent any leak or significant exposure to residents, 
children, other persons, or pets occupying the structure. People present or residing 
in the structure during application must be advised to remove themselves and pets 
from the structure if they see any sign of leakage. After application, the applicator 
must check for leaks. All leaks resulting in the deposition of termiticide in locations 
other than those prescribed on the label must be cleaned up before leaving the 


