PREPLANT DIP TREATMENT - BULBS (EASTER LILY, TULIP, GLADIOLUS, DAFFODIL, IRIS)

General Information

GENERAL INFORMATION

Apply SysTec 1998 FL with ground equipment, using sufficient volume of spray to provide thorough coverage. Add required amount of SysTec 1998 FL to partially filled tank agitated by mechanical or hydraulic means and then add remaining required amount of water. Continuous agitation is required to keep the material in suspension. Do not tank mix with copper-containing materials or with highly alkaline pesticides, such as Bordeaux mixture or lime sulfur. No claim of compatibility with other pesticides is implied. Use the higher rates under conditions of severe disease pressure. Also, see local State Extension Service recommendations for application schedules. Chemigation instructions follow Directions for Use. Do not apply through any irrigation system unless these instructions are followed. Do not use on turf being grown for sale as sod.

Not for homeowner use. For use by individuals / firms licensed or registered by the state to apply ornamental or turf pest control products.

IMPORTANT: If, after using SysTec 1998 FL as recommended, treatment is not effective, a tolerant strain of fungi may be present (consult your local Regal representative). Consult your State Agricultural Experiment Station or your State Agricultural Extension Service for advice on the prompt use of some other suitable fungicide.

NOTICE TO USER: Plant tolerance to SysTec 1998 FL has been found to be acceptable on all ornamentals that it has been tested on. Due to the large number of species and varieties of ornamental and nursery plants, it is impossible to test every one for tolerance to SysTec 1998FL. Neither the manufacturer nor the seller has determined whether or not SysTec 1998 FL can be used safely on ornamental plants not specified on the label. The professional user should determine if SysTec 1998 FL can be used safely prior to commercial use. In a small area test the recommended rates on a small number of plants for phytotoxicity prior to widespread use. Before using SysTec 1998FL in tank mixture with other products,
test the mixture on a small number of plants for phytotoxicity prior to widespread use.

APPLICATION INSTRUCTIONS

Set sprinkler system to deliver 0.1 to 1.25 inches of water per acre. Volumes of water higher than this may reduce efficacy. Start sprinkler and then uniformly inject the suspension of SysTec 1998 FL into the irrigation water line so as to deliver the desired rate per acre. The suspension of SysTec 1998 FL should be injected with a positive displacement pump into the main line ahead of a right angle turn to insure adequate mixing.

NOTE: When treatment with SysTec 1998 FL has been completed, do not irrigate the treated area for 24 to 48 hours to prevent washing the chemical off the crop.

Limitations, Restrictions, and Exceptions

PREPLANT DIP TREATMENT

Bulbs – Soak cleaned bulbs for 15 to 30 minutes in warm dip (80° to 85°F) preferably within 48 hours after digging. Dry bulbs after treatment. If bulbs are for forcing, treat bulbs that have been heat-cured.

Method

Dip

Rates

field_rates 0
field_rates 1

Restricted Entry Interval

12 hours

Timings

Preplant